DC Brushless Blower iMINI Fan Series
RoHS compliant

25X25X3 mm

B Housing: Plastic (UL 94V-0)
B Impeller: Plastic (UL 94V-0)
M Bearing: Hydraulic bearings
H Control Options: +/-/FG/PWM

B Weight: 1.6 g
M Air Flow-Static Pressure Characteristics B Dimensions Drawing (mm)
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Rated CppaEihg Operating Input Maximum Maximum
Volt VeliEeE Tem SResd Current Air Flow Air Pressure
Model No. oltage Range P- -

(@ M1B2533H H4ONTONO 3 2.5~35 -10~60 11000 0.250 0.750 0.50 14.05 70.3 7.7 26.7
(® M1B2533H H40N20NO 3 2.5~3.5 -10~60 9600 0.160 0.480 0.43 12.26 53.6 5.46 23.9
(3 M1B2533H H40N30NO 3 2.5~3.5 -10~60 7500 0.096 0.288 0.34 9.58 32.7 3.33 18.8
(@) M1B2533H H40N4ONO 3 2.5~35 -10~60 5200 0.045 0.135 0.23 6.64 15.7 1.60 11.2
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Notes: Specifications are subject to change without notice. Please refer to the product data sheet provided by our sales.
https:/Awww.i-hzlw.com
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